
SPF-Z Series I Tactile Switch Series 

■ Specifications
Circuit
Current Rating
Voltage Rating
Dielectric Withstanding Voltage
Contact Resistance
Insulation Resistance
Operating Force
Total Travel
Mechanical Life
Function
Operating Temperature

Materials
Cap

Diffuser
Housing

Stem
Base
Terminal

■ PCB layout & Circuit Diagram
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Pin Function 

I SW COM. 

2 SW N.O. 

3 LED-

4 LED+ 

Dimensions 

SPFSP 

� 
Im 

06.0 

w 
� 

3.50 

3.00 

P.C.B. Mounting Holes

forSPFSP 

SPFSC 

mf , �I�"_-�".--4 ��
20

1

□�--�

©k 
P.C.B. Layout

forSPFSC

� Cap(Option) 
� ex:YCA043T 

Note: 
<D With silicone cap suit for pick 

and place machine. 
(Z) Fit the Cap AFTER soldering 

process. 

:SPST 
:50mA 
:12VDC 
:250VAC for 1 minute 
: 1 00m Ohm Max.(initial) 
: 1 00M Ohm Min. 
:200gf±50gf 
:0.25mm+0.2mm 
: 100,000 cycles Min. 
:Momentary 
:-10 deg.-+60 deg. 

:Polycarbonate (PC) 
Polyamide (PA) 
:Polycarbonate (PC) 
:Polyamide (PA) 
Acrylonitrile Butadine Styrene (ABS) 
:Polyamide (PA) 
:Polyamide (PA) 
:Bronze with gold plating 
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SPF-Z Series I Tactile Switch Series 

■ How to Order

SPF □□ 

Terminal Type 

DIP 

SMD 
Silicone cap 

I Without LED 
Red 
Yellow 
Green 

' White 
Pure Green 
Blue 

■ Dimensions of House (SPF)
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Cap Type 3 
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Cap Type 4 
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